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Clip-one 3F-138

When each gram matters

Ultralight filter holder
180 gr!

Up to 3 filters in an instant
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@138 circular filter Adaptor rings
or from @136 to:
@138 diopter 114, 120, 126, 134 ...
(up to +3) (other on request)
Adaptor rings
One or two filters from @114 to:
4%5.65” or 4x4" @136 clamp 110, 104, 95, 90, 87, 85, 80 ...

{other on request)

The Clip-one 3F-114 is made in black ABS Plus® and printed in 3D FDM Stratasys®
This product is reliable, as it is made with industria! professional tools
It is a new functional design in the 3D printing world
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CLIP-ONE 3F-138
Features

Quick-release lever

To maintain one or two /-\

4 7 ”n 4 "0 'l
x5.65" or 4x4" filters Flag holder with two clips
For damping the French-flag

Two teflon springs (which could easily be DIY)

To hold the circular filter.
It is automatically clicked and
kept in place without any risk
of inadvertent ejection

NEW NEW
Ejection red button Two bearings on each side
To easily take out the circular filter For a smooth rotation
without any risk of touching of the circular filter
the optical glass
NEW NEW
Wheel with rubber 3/8" thread

To mount for example
a Cine-Tape or UDM-1

To easily adjust the rotaticn of
the circular filter

Clamping screw

Velcros (loopside)
Front optical diameter: for lateral flags
Max @136mm

(Which could easily be DIY)
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The Clip-one 3F-138 fits easily any lenses
Cinestyle or Photo

Clip-one 3F-138 shown with the adaptor ring Clip-one 3F-138 shown with the adaptor rings
R136-114, in a captive position. R136-114 + R114-95, both in a captive position.

R136-114 R114-95

Standard adaptorrings, references:

From 136mm to: From 114mm to:
Ref. R136-114 Ref. R114-110
Ref. R136-120 Ref. R114-104
Ref. R136-134 Ref. R114-95
Ref. R136-74 (Panavision) Ref. R114-90
Ref. R136-95.3 (Panavision) Ref. R114-87
Ref. R136-113 (Panavision) Ref. R114-85
Ref. R136-126 (Panavision) Ref. R114-80

Other sizes on request for the same price.
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